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Generator Phase Lose 550V Tested Duty zlycle IGBT
Friendly Protection In Fmduc(imL 60% Module
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Modelo Multipulse Multipulse Multipulse
353S DP AIR 403S DP H20 503S DP H20
Tensdo de alimentac3o (V) 3~400
(=T Bl Bl G U EBER Iy G MIG | MMA | TIG | MIG | MMA | TIG | MIG | MMA | TIG
128 | 14 10 | 155 | 165 | 12 23 23 18

Intervalo da corrente de entrada
Corrente efetiva (A)

Ciclo de trabalho (402C 10 min) et b S G0% SO04

100% 275A 100% 310A 100% 400A
Intervalo da corrente de Soldadura 15~350 (MIG) 15~400 (MIG) 15~500 (MIG)
Tensdo de soldadura (V) 14~35 (MIG) 14~40 (MIG) 14~50 (MIG)

Sem tens3o (V) 67 (MIG) 81 (MIG) 65 (MIG)

14.5(MMA/TIG)
Fator poténcia 0.7
Peso (Kg) 22 235 325

560x240x445 560x240x445 605x240x445

Dimensodes (mm)
Diametro do fio (mm)

®

helvética

Viuitipulse

4005 UENZ205 0005 DEHZ0

23 26 20

33 33 27

44 44 35

18 20 16

26 26 21

33 34 27

Fe:0.6/0.9/1.0/1.2
$5:0.8/0.9/1.0/1.2

Fe:0.6/0.9/1.0/1.2
$5:0.8/0.9/1.0/1.2

Fe:0.6/0.9/1.0/
1.2/1.6 Ss:0.8/0.9/1.0/

Al:1.0/1.2 Al:1.0/1.2 1.2/1.6 Al:1.0/1.2/1.6
Flux:0.6/0.8/0.9/ Flux:0.6/0.8/0.9/ Flux:0.6/0.8/0.9/1.0/1.2/
1.0/1.2 1.0/1.2 1.0/1.2/1.6
SCH - Sociedade de Comércio de Soldadura Helvética, Lda. Tel: 212 077 263
Parque Industrial da Quimiparque, Rua 22 - N° 3 Fax: 212 077 265 wWWW SCh pt

Email: sch@sch.pt

2831-904 Barreiro Apartado 5144



